
Clicwall
Stylishly finished system walls

Clicwall is the smart alternative to plaster: speed, finish and durability in a single wall panel. The 
melamine-faced, non-structural MDF panels for lining and partition walls click into place up to four times 
faster than plasterboard: dust-free, seamless and without wet work. 

Clicwall features a finished top layer in a scratch-resistant, low-maintenance and antibacterial design, 
making it ideal for high-traffic areas such as shops, hotels, schools, offices, modular units and healthcare 
environments.

Why choose Clicwall? 

Clicwall features the patented Uniclic® locking 
system from Unilin, trusted worldwide in flooring 
such as Quick-Step and is now reinvented for wall 
panels. This lets the panels click together smoothly 
for a fast, worry-free installation.

Fast, easy and dust-
free installation

4x more scratch-  
and UV-resistant

No visible 
seams

Easy to clean and 
antibacterial

In short: save both time and reduce costs on every project.



The Clicwall range 

Clicwall

The solid foundation of every project. Finished MDF wall panel, 
melamine-faced in an impact-resistant, low-maintenance design. Quick, 
dust-free and seamless installation thanks to the Uniclic® system. Also 
available in a primed Paint variant. 

Clicwall FR

Fire-retardant wall panel. Because of its storngly delayed flame spread 
and very low smoke emission, this panel enhances fire safety in schools, 
hotels and other public buildings. Identifiable by its red core. Also 
available in a primed Paint variant.

Clicwall MR

Moisture-resistant wall panel. With reduced water absorption, high 
dimensional stability and minimal swelling, this panel is ideal for damp 
environments. Identifiable by its green core. Also available in a primed 
Paint variant.

Clicwall Paint

Paint-ready variant with white primer layer. The primer allows you to 
apply your final coat of paint directly: one coat is sufficient. No sanding, 
filling or priming required, saving you time. Available in standard, fire-
retardant (FR) or moisture-resistant (MR) version.

Give your Clicwall wall a clean, contemporary finish with the matching 
corner profiles and clicable skirting board.



Finish

All Clicwall panels are available in over 175 designs from the Unilin 
Decorative Range, including 14 designs and paintable option available 
directly from stock. This way, you always have a finish that is a 
perfect match for your project: from solid colours to stone and wood 
designs (including veneer-look Master Oak). View the full collection at 
unilinpanels.com and request your free sample.

Clicwall also matches with other Unilin solutions: all designs are available 
in melamine-faced panels (MDF & chipboard), HPL and edge banding. 
This makes it easy to create a consistent look across walls, doors, 
furniture and other interior elements.

Technical specifications 

Clicwall* Clicwall FR* Clicwall MR*

Standard format 
- net dimensions (HxWxD)
- gross dimensions (HxWxD)
- weight

2785x600x10 mm 
2785x618x10 mm

± 13 kg/panel

2785x600x12 mm 
2785x618x12 mm
± 15.5 kg/panel

2785x600x10 mm 
2785x618x10 mm 

± 13 kg/panel

Long format 
- net dimensions (HxWxD)
- gross dimensions (HxWxD)
- weight

3500x600x10 mm
3500x618x10 mm

± 16 kg/panel

3500x600x12 mm
3500x618x12 mm 
± 18.5 kg/panel

3500x600x10 mm
3500x618x10 mm 

± 16 kg/panel

CE class MDF, EN 14322 MDF.LA FR, EN 14322 MDF.H, EN 14322

Service class 1 1 2

Impact test (ball test) 15N, EN 438-2:2005 (E) 15N, EN 438-2:2005 (E) 15N, EN 438-2:2005 (E)

Scratch test 5N, EN 14323:2004 (E) 5N, EN 14323:2004 (E) 5N, EN 14323:2004 (E)

Certificates

Clicwall* Clicwall FR* Clicwall MR*

Cradle to Cradle Cradle to Cradle® Material Health Bronze v4.0

Reaction to fire (EN 13986) D-s2,d0 B-s1,d0 D-s2,d0

Formaldehyde E1. Available on request according to USA emission standards CARB II and TSCA Title VI (EPA)

Wood Available on request with PEFC or FSC label

Hygiene** ISO 22196 (except Paint)

*  Also available in Clicwall Paint version.
** ISO 22196 (except Paint and designs 00020 Basic white and 00025 Front white). The antibacterial surface removes 99.99% of bacteria within 24 hours.

The DoPs of all Clicwall panels are available 
on our website: unilinpanels.com.

https://www.unilinpanels.com/clicwall-wall-system/stock-collection
https://www.unilinpanels.com/en/clicwall-wall-system/


Breestraat 2B 
8710 Wielsbeke
Belgium
T +32 56 66 70 21 
info.panels@unilin.com
unilinpanels.com
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Sustainability

- Clicwall is made from 100% recovered wood: timber and wood waste that would otherwise be landfilled or 
incinerated. It is sourced locally within an average radius of 100 km from the Vielsalm plant (Belgium) or 150 
km from the Bazeilles plant (France).

- Clicwall is part of Unilin’s Cradle to Cradle (Material Health) v4.0 certified portfolio, reflecting our focus on safe 
and responsible materials. The most recent certification is available on our website.

- EPD: Full transparency regarding environmental impact through a third-party verified Environmental 
Product Declaration. Available at unilinpanels.com.

- Reuse: In certain applications, Clicwall wall panels can be dismantled and reused up to 10 times.

Storage & installation 

Storage	

Installation	

- Install Clicwall panels on a flat, stable substrate.

- Allow a vertical expansion gap of 1 mm per running metre (max. 8 m) and a horizontal expansion gap of
10 mm at the bottom.

- For detailed information on storage and installation, see the Clicwall installation guide on unilinpanels.com.

Always store the  
panels horizontally  
to prevent warping

25°
20°

10°
15°

The ideal room 
temperature  

is 15–20°C

50-60%

 The ideal  
relative humidity 

is 50–60% 

48h

Allow them to  
acclimatise for at least  

48 hours in the packaging

https://www.unilinpanels.com/sustainability/certificates-labels
https://www.unilinpanels.com/sustainability/certificates-labels
https://www.unilinpanels.com/clicwall-wall-system/installation



